
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
EPS rejections, light weight, huge volume, occupy the space of  
working. So EPS-series can reduce the volume from inflate rejection 
to crush, dissoluble and push, narrow down the volume to 50~70 fold.  
It is the machine of saving space and planetism. 

 

 

 

 

 

 



 

 
EPS 廢棄物，重量輕、體積大，佔據了我們的空間，而 EPS 系列溶 
解機，可立即將膨脹的廢棄物，立即粉碎、溶解、擠壓，使體積縮小 
了 50~70 倍，是一款可節省空間又環保的機器。 

 

 

 

Feature  

(1) After high efficiency of melting, volume will be reduced to 50-70 times. 

(2) Reduce space, avoid chaos and increase space. 

(3) Waste material can be recycled to use and avoid polluting twice.  

(4) EPS specific weight: 15-40 kg/m
3 

, EPS-200 can melt around 4~10m
3
/hr. 

 

 

特    點 

(1)高效率減容，經融解後，體積縮小 50~70 倍。 

(2)減少佔地面積，防止髒亂，增加空間使用率。 

(3)廢料可再生使用，避免二次污染。 

(4)EPS 一般比重為 15~40kg/m
3
，EPS-200 每小時約可處理 4~10m

3
。 

 

 

 

 

 

 

MODEL 機機機機    型型型型    EPS-100 EPS-200 

Crushing Power 粉碎馬力(HP) 5HP x 4P 7.5HP x 4P 

Inlet Size 粉碎口徑(mm) 400 x 200 520 x 250 

Rotary Diameter 迴轉直徑(mm) ψ280 ψ385 

Rotary Cutter 迴轉刀數(pcs) 8 10 

Stationary Cutter 固定刀數(pcs) 7 9 

Melting Power 融溶機馬力(HP) 5HP x 6P 10HP x 6P 

Melting Diameter 融溶機管徑(in) 4” 8” 

Electric Heat 電熱(W) 3000 5000 

Machine Size 機械尺寸(mm) 1400x1360x1300 1630x1590x1550 

Machine Weight 機械重量(kg) 680 960 

Capacity 工作量(kg/hr) 20 150 


